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I. INTRODUCTION

In response to NAVSEA tasking', the BAUER P-2 high pressure breathing air
purification system, Figure 1, was tested 2 by NEDU. The test determined if the
purification system would provide suitable breathing air and a service life

satisfying the U.S. Navy requirements for use with divers air supply
compressors. Charge rates were taken to calculate total cubic feet of air

processed each day.

II. EQUIPMENT DESCRIPTION

A. PURIFICATION SYSTEM

The purification system consists of two cylinders. The upstream cylinder
contains a molecular sieve and is a coalescing type separator that removes oil
and water vapors suspended in the compressed air. The molecular sieve is made
to adsorb oil and water vapors. The downstream cylinder contains a cartridge
with hopcalite and activated charcoal. The hopcalite converts carbon monoxide

(CO) to carbon dioxide (C02 ). The activated charcoal removes odors, taste and

fluorocarbons.

A pressure maintaining/non-return valve is provided downstream from the
purification system to ensure that a 2000 psig pressure build-up occurs in the

cylinders during compressor start-up. This provides for optimum filtering,

moisture separation, and prevents compressed air return from the charged air

storage flasks to the compressor during unit shutdown.

A manual condensate drain valve is located on the bottom of the separator
cylinder and a relief valve is mounted on top. A system bleed off valve is

located next to the pressure maintaining valve.

The P-2 purification system is rated to process 40,000 cubic feet of free
air at 70°F. Maximum air flow is 40 cubic feet per minute (cfm) of free air at

5000 psig. The manufacturer provides a correction factor to assist in

determining the service life of the cartridge when operated at other than 70°F.

Figure 2 is a line graph of the correction factors.

B. COMPRESSOR

The compressor used for this test was a Bauer K-20 four-cylinder,

four-stage, reciprocating, air-cooled unit. The compressor is rated to deliver
20 cfm of free air at 5000 psig.

III. TEST PROCEDURE

The Bauer Purification System's instruction pamphlet3 was used to conduct
an initial inspection of the equipment to ensure receipt of all parts and

material. Inspection consisted of verifying that all instruments and controls

were clearly and permanently marked, gauges were easily viewed, and controls

easily uperated.
1
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The compressor configured with the P-2 Purification system was operated
at no load prior to starting the actual test. No load conditions were with the
vents open and the back pressure valve set at 2000 psig. An air sample was
taken at two hours.

The purification unit and ancillary equipment were set up in accordance
with the test plan2. A line diagram of the test configuration is depicted in
Figure 3. The unit was placed in an exterior work area open to ambient
temperature but protected by an awning from direct weather. A Digitech HT
series, model 5820 temperature monitor and two Yellow Springs Instruments, 6700
series thermistor probes were attached to measure compressor discharge and
ambient temperatures. Ambient temperatures were recorded on an hourly basis
and averaged each day and again for the overall test period. This overall test
period average was was used to determine the manufacturer's correction factor
in order to calculate corrected life expectancy of the purification cartridge.
A Cole Parmer humidity indicator, model 3310-20 was mounted near the compressor
unit and the humidity recorded hourly. An MSA Toxgard carbon monoxide (CO)
monitor with a flow range from 350 to 900 cc per minute was used to analyze
compressor discharge air samples before and after the purification system. One
hundred percent nitrogen (N2) and 101 parts per million (ppm) CO in air were
used to calibrate the monitor on a daily basis. The gases were fed through a
Victor Equipment Co. 4000 psig manual regulator to a Fischer/Porter flow meter
and into the monitor sensor. Carbon monoxide was introduced directly into the
compressor intake through a Victor Equipment Co. 4000 psig manual regulator and
Fischer/Porter flow meter. The introduction of CO was adjusted to maintain 50
ppm at the entrance of the filtration system. The compressor and purification
system were operated daily to charge four 2250 cubic inch floodable volume
cylinders. The four cylinders were interconnected to simulate one large air
flask. When 2000 psig flask pressure was reached the vent was adjusted to
allow the compressor to maintain the 2000 psig while continuously running. An
arrangement of tubing provided a method to supply a gas sample from before or
after the filter to the CO monitor. Shifting from clean side to contaminated
side of the purification system was done approximately every 30 minutes to
allow the monitor time to settle out between readings. Hourly CO readings are
in Appendix A.

After five hours of operation, the unit was secured with 1500 psi in the
volume tanks. All vents, flowmeters, and blowdown valves were closed. The
unit remained secured until 0700 the following day. The pressure drop was less
than 100 psig and was considered insignificant when temperature differentials
were considered.

The NEDU test plan2 contains the pass/fail criteria used during the
evaluation. Appendix A is the test log and contains the recorded data.

4
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IV. ENDURANCE TEST RESULTS

Total volume of processed air was verified by charging from 1000 to 2000
psig daily. The following parameters were recorded throughout the 26 hours of
operation:

(1) Date (9) Amperage
(2) Time (11) Compressor oil level
(3) Total meter hours (12) Compressor oil pressure
(4) Total test hours (13) Discharge line pressure
(5) Ambient Humidity (13) Discharge line temperature
(6) Ambient Temperature (14) CO before filter
(7) Engine oil pressure (15) CO after filter
(8) Engine head temperature

The volume of air delivered and the time to achieve that volume was
logged daily (Appendix A). The purification system processed a total of 33,135
cubic feet of air. Using the correction factor provided by the manufacturer,
the total cubic feet of air processed equaled 133% of the expected active life
of the purifier cartridge. The data collected provided a complete operational
and maintenance log for this test and was the basis for computing and
evaluating all the te' t results.

NOTE: On days one and two of the test, the charge rate times were
excessive and the throttle was adjusted on the diesel engine to increase the
speed and CFM.

Air samples were taken from the purification system discharge at test
hours 2, 15 and 26 for purity analysis by Naval Coastal System Center
Laboratory, Code 5130. Results are located in Appendix B. All samples were
within established limits 4 until the 26 hour sample.

Maintenance consisted of a new purification cartridge, No. 058827, being
installed prior to commencing the test. All gauges and indicator readings were
checked and considered to be within normal limits. No other maintenance was
required.

V. CONCLUSIONS

1. The BAUER P-2 Purification System delivers acceptable breathing air
at a capacity which exceeds the manufacturer's specifications.

2. The unit is sturdy and readily maintained.

3. The BAUER P-2 Purification System removes carbon monoxide from
contaminated air sources and delivers air of a quality that exceeds required
purity standards4 until the 26 hour sample.

4. The BAUER P-2 Purification System is suitable for use by the U.S.
Navy.

6



VI. RECOMMENDATIONS

The Vendor and NAVSEA should be contacted prior to purchase to ensure the

unit meets the user's needs.

If the user is concerned about CO contamination of an air supply, the

incorporation of a CO analyzer in conjunction with a purification system should

be considered, and is highly recommended by NEDU.

7



VII. REFERENCES

1. NAVSEA Task 91-002; Evaluation of commercially available filters for
high pressure and low pressure breathing air.

2. NEDU Test Plan No. 91-24 Bauer P-2 Purification system Evaluation.

3. Bauer COmpressors Inc. P-2 Purification System Instruction Pamphlet
dated November 11 1989 BAUER Compressors Inc 1326 Azalia Garden Road Norfolk Va
23502.

4. U.S. Navy Diving Manual, Vol. 1, NAVSEA 0994-LP-001-9010, Air
Purity Standards revision 2 December 15 1988 paragraph 5.3.2.

8



a LU 1. . CL 9L C IL IL
aI.- CL CL IL CL IL CL CL-i- .. C, a. a. a. Q a. a

;x ul w

0 1 LU
cc01 C. a. a. a. 9L a. .

Ui4- 4N cm '0 CIan a0 Go LM (4% in (

LU

(2 1-

U) ca1 0 zNN V
V) - - Lu

LC3L a aAI.

u i ' U) LS Lu
Li LU Cfl col LUC co
4w 0D 0D 0 0o 0n 0 UVu

*-i i 0 40 0D 0o 0 0 Ne

cn U) Lu

U) 1 a Li

Ix (4% 0 0) 0 a 0 0D' a.a0.p

0~0 0 C0
ofWc

i w444w

a. U, 1.CD U
wU4 0 0 CD 0C

0K 0 0
a.U - -=-0-
a. - .1ic

LUa u N-Li
=~ - aU.(3L Ll

uJ 0 0 10 10 0 0 .0

t4 - - - - 0-.--.

a 4c -J

& 0 0 ID o 0 0. c c

- - .. = = us

aK . -K00 w

ce U4) U)l
KLU LU LU a.

LU ;D U. U. . . = Go U. -C . -1-1

0- 1 Nn 0 0 0K F') uN

0 8 M

(0 0o

4c 0 0 0Q 1 0 0, C w1

'o0 0 o a' 0 Q' 4') 0 W CD0')w-K-

cc N

P.-~ a

LU - Ko

Lu~~8 0 CDa Pw t
LU4 n nL 0 0 .

LU ~ ~ ~ ~ ~ ~ ~ --L 4'K 4C' 30 ' '~4LO

- LU00(n

:2 . 2 :2 * 2 . 2 . 2 . 2 :2 0.
PN PL NN N r N IN N N0



w0 . CL C. CL CL a. .
aw L CL 0. a . 0. C a.9 a6 a. a

Z0 4cL 0 0 0 Q 0J Co 0 0
0-

z u

cmoe - a. a.L a. a. a. a. a. a. a.
CK - = a. a. a. a. a. a. 0. a. a.

c LU

U cc w m cmU U U U - U

0 N 0 % W r

LU
I=e

0~~ u u0
NU N. Ln -

w c

In 0 0 0 0 03 0 CD 0 0 ewa 0. en 0n Qn 0n 0n en l WI

uus

0c 0w .

-J >J -J -J -J -J

u - - - - - - - - - - - - - - - - -

-C> I"J

a. 3- Z 
ILN

C. MI IV 
4- 0

a. -
C. 0 N

<C 2 IIcu
c cc 0 O I

,'I.- 
--

c wc 4x

CL U . . U U. CL C. U a .e

=u 0L 0a 0 00.-
a. i we I- tA In e n e n L^ I^ en0

wU 
000D

en---------------------------------------- 
-

en 
dw CI us

en 
0 U.

.. J us 
wU Mi %0

- ad 
C2 Lo i

0a en61 0 0 0 0 Q 0 0 mCx
01 0l 0 C . 0 o 0 l 4c C

-~~~~~U - -- - - - - - - - - -

Mi I &
CK00 -

e.- 
I.-

e-'C II enoI-
US~ U. U . U . U U. I.1- I- Li

zx 0 0 N - N 0 COD

P.I- e . N 0 0 0 'O
cN co 0 0 0o NO' Nm0

'o 00N

z -
- 8 0

0' Mi--ICU

... a n U.ON

0 i uM M 't ien Ie el I,- 1 n 00 1W. K 4
N~~~: 1e -s en '0N00 .jC

NUCc P N N Nl N% N -. N m n e

1:8 N C6 0: a *- 'r ye - n

I.- cci 0 u

'C C3 Q 0 0 0 0 0) 0 ac w)U
Lu- M 0 0 0 0 0 0 in 0 C5 U, '

acI- Nr N N IN Ni N I.-

rrl~r' 0 O

-C-K-



40 t" 0. CL 0. 0. Ia. 0. 0 0. 0
.-. 0. 0. 0. &. 0l. 0. 0. 0. 0

x , .

0 K

0W K KKI
o I.- 0L 0L C- 0. 0. 0. 0. 0. 0.

u~ ~ CID Nm Go St 0> 00 0 st

(3 1-

U) U)Z NU 0.l~U ) ) 0 .
W) - - "A

cc 0UN ) . Go .0 O
0.

C2 W

u = U)
U)Z 0D 0 0D 0 0D 0 0 0D 0

0~J. 0. - D 0 0 *

U)
U)

Go 0 o 0 o C 0 0 0 00 0 0to
00. ) U) U) U U) U) U U) ) w

-KK
0

XO W i U) n n V
W. 0.- K & n r r f

Mw+ + + + +. + +. + +0
N. K- - - - - - - - - - - - - - - -

aw N.40

-K . 0
ac L Mi I

cL LU

W i W3 o I.

MLJ 0 Mi

W ui

cc (3
00. 0 , 0 C0 0 40 0 40 0) 0Dat

0. 0. 0 0. 0. 0, 0. o. 0.

LLi 0

W- U.)
a. 0

4 0 '0 I~ V t 0Ka

UN
U)0

I-W I. - 0
a:~ t- '0-a

MiR 0~ K

KI-0 -.j eke

lU) 0 0 0N 0 0 0 0 0 0n
I-I-K~~~Wr 0 1.-V S ) '0 N U

0. m0I W
- i wN N N % N N Lu

aca
1. 0 40 0 0 0 0 0 0 0
Mi. ~ r) I~I~ V~ ) 0 3UIU)0

l-. ~ ~ ~ ~ ~ ~ ~ P Pai i0 IS iiI



Lu

LL
AC

Q 
ICL A. 0. CLQ ev

Zt + ru " cv
0 + +

co uj ifcc &L co 
'a.U, AL 

4x CIL
In NO 10 AX

An It 4A 01

4x 10

CAP 
LU ul
:r 

LL. 
U. LLul ;,

9L -J
4.

i6 14 OD Co
qu 0 lu co

Ir 0,
ol

Lu LU
LU

IV C.5 Q co
Ln

67 fv -J
W
uj SZ

0 ck: -jCA. Q
Q C Luco a R G

co Ln
co

LU
Ul

IL or
Ic Lu 

-LL,ILA- & -1ty C,
W tu
-- b-
%C tu

LU cm in
aw ILU
0. ev lK uj

4 oz 
+ 

An UN 6mchr On- uj + +Lu -C ar 
C2

ly + 20-a

lu c ac !!!,uQ tu cLLJI -j ( LU dXAm '2 1.-
-. 11 

.c
C, I" ul

10 C2W
IAJ III-

t2 " 00
LU ml It

-0, tv of

ci
tu
or
OX

Q CL ci
'bc uj

UJI Ax
pi. Or

ol

ar U,
ks ul 0, LL, 'r LU

'ic U. 0.-
zc ci

CL U uj
yj Or

kk U- A- CA

uj
7f cy J.- a 4&

Uj co 0

am CL ale
ac Ci

44 W'Q*40 LL,

it10
-as 0: 0 40 44 V 't u
- - R : 1 0 Qru IV li

Lu of
ru 90 zz

3-C

CY (v
j 414. U,

k,
m

ru

0 Cc Q W Or ar
04 ,- k 0 Var ju

CD C> coi CUYI
C3 ALju p 9



APPENDIX B

Memorandum 17 July 1991

To: Dave Sullivan, NEDU
From: G. Deason, Code 5130

Subject: Analysis of air sample from NEDU test #91-24. Bauer
P-2 panel mounted purification system evaluation.
Two hour sample.

1. In accordance with your request, the air sample delivered to
the gas analysis lab was analyzed and found to contain:

Component Sample

Oxygen 21%
Nitrogen 78.1%
Argo1  0.9%
Carbon Dioxide 439 PPM
Carbon Monoxide <0.5 PPM
Total Hydrocarbons* 2.3 PPM
Total Halogens** <0.5 PPM
Methane 2.3 PPM
Acetylene <0.1 PPM
Acetone <0.1 PPM
Freon 113 <0.1 PPM
Methyl Ethyl Ketone <0.1 PPM
Ethylene <0.1 PPM
Toluene <0.1 PPM
Benzene <0.1 PPM
Formaldehyde <0.1 PPM

C4+ <0.1 PPM

*Expressed as methane equivalents.
**Expressed as methyl chloride equivalents.

2. The above sample showed no appreciable contamination; all
components were within the acceptable range of the U.S. Navy
Diver's Air Purity Standards.

Glen Deason
Chemist

B-i



APPENDIX B

Memorandum 19 July 1991

To: Dave Sullivan, NEDU
From: G. Deason. Code 5130

Subject: Analysis of air sample from NEDU test #91-24. Bauer
P-2 panel mounted purification system evaluation.
Fifteen hour sample.

1. In accordance with your request, the air sample delivered to
the gas analysis lab was analyzed and found to contain:

Component Sample

Oxygen 21%
Nitrogen 78.1%
Argon 0.9%
Carbon Dioxide 496 PPM
Carbon Monoxide 1.6 PPM
Total Hydrocarbons* 1.6 PPM
Total Halogens** <0.5 PPM
Methane 1.6 PPM
Acetylene <0.1 PPM
Acetone <0.1 PPM
Freon 113 <0.1 PPM
Methyl Ethyl Ketone <0.1 PPM
Ethylene <0.1 PPM
Toluene <0.1 PPM
Benzene <0.1 PPM
Formaldehyde (0.1 PPM

C4+ <0.1 PPM

*Expressed as methane equivalents.
**Expressed as methyl chloride equivalents.

2. The above sample showed no appreciable contamination: all
components were within the acceptable range of the U.S. Navy
Diver's Air Purity Standards.

Glen Deason
Chemist

B-2



APPENDIX B

Memorandum 22 July 1991

To: Dave Sullivan. NEDU
From: Glen Deason. Code 5130

Subject: Analysis of Air Sample from NEDU test #91-24. Bauer
P-2 panel mounted purification system evaluation.
Twenty five hour sample.

1. In accordance with your request, the air sample delivered-to
the gas analysis lab was analyzed and found to contain!

Component Results

Oxygen 21%
Nitrogen 78.1%
Argon 0.9%
Carbon Dioxide 365 PPM
Carbon Monoxide 46.0 PPM
Total Hydrocarbons* 1.6 PPM
Total Halogens <0.5 PPM
Methane 1.6 PPM
Ethane <0.1 PPM
Acetone <0.1 PPM
Acetylene <0.1 PPM
Methyl Ethyl Ketone <0.1 PPM
Freon 113 <0.1 PPM
Benzene <0.1 PPM
Toluene <0.1 PPM

C4+ <0.1 PPM

*Expressed as methane equivalents

2. The above sample showed appreciable contamination; all
components were not within the acceptable range of the USN
Diver's Air Purity Standards.

Glen Deason
Chemist

B-3


